IC Type, SMT Type KIRSTING
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P.C.B LAYOUT
Position ({7 %) 2P 3P 4p 5p 6P 7P 8P 10P 12P
DIM. A(K %) 6.04[.238] | 8.56[.338] | 11.12[.438] | 13.60[.538] | 16.20[.638] | 18.74[.738] | 21.28[.638] | 26.36[1.038] | 31.44[1.238]

A AR PACKING
PLE 7= i B LAICHE 2 U k.
All DIP Switches are shipped in standard IC tube.

FEOALEL | RS BT AR BE | AN O A ] o
NO.OF POS | PER TUBE | PER BOX PER CTN It 28R A A, AR A 99001 _
SMT type can be shlpper in Tape & Reel Packing.

2 76 PCS | 6080PCS e
the quantity is 900 pcs/reel
3 55PCS 6 | 4400PCS
4 boxes
4 42PCS | 3360PCS | (55 5 2.5 220m)
5 34PCS | 2720PCS
6 29PCS | 2320PCS or g ﬁ
7 25PCS | 2000PCS 6 boxes
8 29PCS 1760PCS (62.5X28.5X32¢cm)
10 18PCS | 1440PCS
12 15PCS | 1200PCS - . Ea—
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KIRSTING

IC Type, SMT Type
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1. #:4E J1: 800g Max

2. 44T RE: 0.90mm

3. Mg —20°C~+70C
4, fEAFUR)E: —40°C~+85C
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O®MECHANICAL

1.Operation Force: 800g Max
2.Stroke: 0.90mm

3.0peration Temp: -20C ~+707C
4.Storage Temp: -40°C to 85C

OMATERIALS

1.BASE: ENGINEERING PLASTICS, Black
2.COVER: ENGINEERING PLASTICS, Black
3.BUTTON: ENGINEERING PLASTICS, White
4. TERMINAL: Alloy Copper, Gold plating
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@ELECTRICAL
1.Electrical Life: 2000 operations cycles per switch
2.Non-Switching Rating: 100mA, 50VDC
3.Switching rating: 25mA, 24VDC
4.Contactresistance: 50 mQ max. atinitial;

100m @max. after life test
5.Insulation Resistance: 100MQ, 500VDC
6.Dielectric Strength: 500VAC / 1 minute
7.Capacitance: 5pF max
8.Circuit: Single pole single throw

@SOLDERING AND CLEANING PROCESSES
1.Keep all switch contacts in their “OFF” position
for all operations

2.Wave Slodering: Recommended Solder Temperature
at 260°C max. 5 seconds for IC type.

3.Hand Slodering: Use a soldering iron of 30 watts,
controlled at 320°C approximately 2
seconds.while applying solder.

4.Reflow Soldering: reflow zone 240°C for 20 seconds.

(for SMT type, see the picture)

-+-240°C for 20 sec. Max

72010 150 sea
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12=12 position
Actuarot Type (i 41l 5 #)

L =Low Profile Actuator (J&Il)

—— DI=IC type(IC%)
SMD=SMT type(lii 4 /i!)
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Blank (= )= Regular (% i)
T =TOP Tape Sealed (f Il % 4 J5)

Number of position(H 5 £ %)
02=2 position 03=3 position
04=4 position 05=5 position
06=6 position 07=7 position
08=8 position 10=10 position

Blank(7 1)= Extended Actuator (= 4ll)

Time(sec)

5.Cleaning Process : Flux clean using force rinse, high
agitation or triple bath cleaning
method.
Freon TF or TE give excellent
results. When vapor methods are
used do not subject the switch to
solvents at temperature above 51°C.






