Rotary DIP Switch KIRSTING

[IThrough-hole & SMT type

[IHighly reliable

[ 1Solder and flux sealed,washable

Through-hole type SMT type

SWITCH
e

[.256+.008]

6.15+0.1
[.242+.004]
6.50+0.2

0.25
7.010] 13.00 |
Lo ~|c5ror

|3.00

[.118]
o
o
o

| 7.62
“T1.300] 5.08
“T1.2007] "
10 2.60
| —H P 1.20
$1.00 13941 roz 1, :—m

10
[T [039] - 1 8
(o1 8¢ Ox ; ¥
/90, S ec  co ofF ) o = =
23 oo®‘o o4 20 I Nl 04 2
T2 N\T A 9 gy: b
9N 14.60
7.62 [.575]
[.300]
Right angle type Right angle type
spacing 2.54[.100] spacing 5.08[.200]
{235 T
o 3 o@m
& S
5./ N N I SO
Sol gL

5.08
[21'831’ - "W‘
: $1.00 $1.00
[039] [.039]
é os—T
0|
& &C 3

1

1 $87m? =
ce oc S c g
46 2—— 1o 2
5.08
*TT1.200]

2.54
ERUmE [21%3]-‘—‘* 254
[.100]

Spindle type Segment wheel type Cross shaped slot type Arrow shaped slot type
e - g8
= <= = S 90 N\ “=
g8 38 (/a0 N = o
=L = €O Nt
d N, LS
91N 4.00
[.157]

1.05
[.041]

[i12]

++ Wrestt Group Co.,Ltd. +Rm 302,Hongya Jingyuan,Wuniu,Wenzhou China 325603 + sales@wrestt.com + www.kirsting.com ++  ++




KIRSTING Rotary DIP Switch
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ELECTRICAL SPECIFICATIONS A s A "

Operating voltage: 24 VDC max.
Contact load,static: 400mA max.
Contactload,dynamic: 150mA max.
Initial contact resistance: 80mQ max.
Insulation resistance: 100MQ min.

SOLDER RECOMMENDATIONS

Hand soldering: 340°C max. for 2 seconds max.
Wave slodering: 260°C max. for 10 seconds max.

PACKING

Switches are shipped in standard IC Tube Package,
anditis 47 pcs per tube. and the accessories is bags.

ACCESSORIES
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MECHANICAL DATA

Expected life: 10,000 steps
Position per rotation: 10, 16
Operating temperature: —20°C to +70C

MATERIALS

Base: engineering plastics

Cover: engineering plastics

Actuator: engineering plastics

Contacts: alloy copper,gold over nickel plated
Terminals: alloy copper,tin plated

ORDER INFORMATION

T11-

I— Actuators

1=Cross shaped slot
2=Arrow shaped slot
3=Spindle
4=Segment wheel

Codes

10=BCD

16=Hexadecimal

10C=BCD complement
16C=Hexadecimal complement

RS=Through-hole type
RT=SMT type

RA=Right angle type2.54mm
RR=Right angle type5.08mm
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